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MADINA GLASS INDUSTRIES R39039
Industrial Area 11
P.O. Box 3543
Sharjah, UNITED ARAB EMIRATES

Fire­protection­rated glazing materials

Product designation: Keralite*

Thickness: Nominal 3/16 in. or 5/16 in. (5 or 8 mm)

Glazing compound: Kerafix ceramic tape or closed cell PVC tape.

Furnace pressure: Neutral and Positive

* The Keralite family has the following options to differentiate the specific types of ceramic glass and combinations of the different types can
be used in documentation, literature or brochures with the Keralite family name: R = Standard, F = Filmed, L = Laminated, Select, Obscure,
Privacy, and Palette, SafeGuard: Select, Obscure, Privacy, Palette and EXT.
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20 min. Door ­ Non Temp Rise 3627 46­1/2 78 5/8 5/16,
7/16

D­H­NT­20

20 min. Window, Transom, Sidelight 3627 46­1/2 78 5/8 5/16,
7/16

D­H­NT­20, OH­20

20 min. Window, Transom, Sidelight 4500 95­3/8 95­9/16 5/8 9/16,
11/16

D­H­NT­20, OH­20

20 min. Window, Transom, Sidelight 4515 47­1/4 95­9/16 5/8 9/16,
11/16

D­H­NT­90, OH­90

3/4 hr. Door ­ Non Temp Rise 3627 46­1/2 78 5/8 5/16,
7/16

D­H­NT­45

3/4 hr. Window, Transom, Sidelight 3627 46­1/2 78 5/8 5/16,
7/16

D­H­NT­45, OH­45

3/4 hr. Window, Transom, Sidelight 4500 95­3/8 95­9/16 5/8 9/16,
11/16

D­H­NT­45, OH­45

3/4 hr. Window, Transom, Sidelight 4515 47­1/4 95­9/16 5/8 9/16,
11/16

D­H­NT­45, OH­45

1 hr. Door ­ Non Temp Rise 3627 46­1/2 78 5/8 5/16,
7/16

D­H­NT­60

1 hr. Door ­ Temp Rise 100 10 33 5/8 5/16,
7/16

D­H­NT­60

1 hr. Window, Transom, Sidelight 3627 46­1/2 78 5/8 5/16,
7/16

D­H­NT­60, OH­60

1 hr. Window, Transom, Sidelight 4500 95­3/8 95­9/16 5/8 9/16,
11/16

D­H­NT­45, OH­45
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1 hr. Window, Transom, Sidelight 4515 47­1/4 95­9/16 5/8 9/16,
11/16

D­H­NT­45, OH­45

1­1/2
hr.

Door ­ Non Temp Rise 3534 46­1/2 76 5/8 5/16,
7/16

D­H­NT­90

1­1/2
hr.

Door ­ Temp Rise 100 10 33 5/8 5/16,
7/16

D­H­NT­90

1­1/2
hr.

Window, Transom, Sidelight 2736 60­1/4 76 5/8 5/16,
7/16

D­H­NT­90, OH­90

1­1/2
hr.

Window, Transom, Sidelight 4500 95­3/8 95­9/16 5/8 9/16,
11/16

D­H­NT­90, OH­90

1­1/2
hr.

Window, Transom, Sidelight 4515 47­1/4 95­9/16 5/8 9/16,
11/16

D­H­NT­90, OH­90

1­1/2
hr.

Transom, Sidelight 2736 74 76 13/16 5/16,7/16 H­NT­90

2 hr. Window, Transom, Sidelight 4500 95­3/8 95­9/16 5/8 9/16,
11/16

D­H­NT­120, OH­
120

2 hr. Window, Transom, Sidelight 4515 47­1/4 95­9/16 5/8 9/16,
11/16

D­H­NT­120, OH­
120

3 hr. Door ­ Non Temp Rise and Temp
Rise

100 10 33 5/8 5/16,
7/16

D­H­NT­180

Product designation: IGU*

Thickness: 9/16 in. ­ 1­1/8 in. (14 mm ­ 28 mm)

Glazing compound: Kerafix ceramic tape or closed cell PVC tape.

Furnace pressure: Neutral and Positive

* The Keralite family has the following options to differentiate the specific types of ceramic glass and combinations of the different types can
be used in documentation, literature or brochures with the Keralite family name and the suffix IGU: R = Standard, F = Filmed, L = Laminated,
Select, Obscure, and Privacy.
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20
min.

Door ­ Non Temp Rise 3627 46­1/2 78 5/8 Product thickness
plus 1/8 in.

D­H­NT­20

20
min.

Window, Transom, Sidelight 4500 95­3/8 95­9/16 5/8 Product thickness
plus 1/8 in.

D­H­NT­20,
OH­20

20
min.

Window, Transom, Sidelight 4515 47­1/4 95­9/16 5/8 Product thickness
plus 1/8 in.

D­H­NT­20,
OH­20

3/4 hr. Door ­ Non Temp Rise 3627 46­1/2 78 5/8 Product thickness
plus 1/8 in.

D­H­NT­45

3/4 hr. Window, Transom, Sidelight 4500 95­3/8 95­9/16 5/8 Product thickness
plus 1/8 in.

D­H­NT­45,
OH­45

3/4 hr. Window, Transom, Sidelight 4515 47­1/4 95­9/16 5/8 Product thickness
plus 1/8 in.

D­H­NT­45,
OH­45

1 hr. Door ­ Non Temp Rise 3627 46­1/2 78 5/8 Product thickness
plus 1/8 in.

D­H­NT­60

1 hr. Door ­ Temp Rise 100 10 33 5/8 Product thickness
plus 1/8 in.

D­H­NT­60

1 hr. Window, Transom, Sidelight 4500 95­3/8 95­9/16 5/8 Product thickness
plus 1/8 in.

D­H­NT­60,
OH­60

1 hr. Window, Transom, Sidelight 4515 47­1/4 95­9/16 5/8 Product thickness
plus 1/8 in.

D­H­NT­60,
OH­60

1­1/2
hr.

Door ­ Non Temp Rise 3534 46­1/2 76 5/8 Product thickness
plus 1/8 in.

D­H­NT­90



1­1/2
hr.

Door ­ Temp Rise 100 10 33 5/8 Product thickness
plus 1/8 in.

D­H­NT­90

1­1/2
hr.

Window, Transom, Sidelight 4500 95­3/8 95­9/16 5/8 Product thickness
plus 1/8 in.

D­H­NT­90,
OH­90

1­1/2
hr.

Window, Transom, Sidelight 4515 47­1/4 95­9/16 5/8 Product thickness
plus 1/8 in.

D­H­NT­90,
OH­90

1­1/2
hr.

Transom, Sidelight 2736 74 76 13/16 Product thickness
plus 1/8 in.

H­NT­90

2 hr. Window, Transom, Sidelight 4500 95­3/8 95­9/16 5/8 Product thickness
plus 1/8 in.

D­H­NT­120,
OH­120

2 hr. Window, Transom, Sidelight 4515 47­1/4 95­9/16 5/8 Product thickness
plus 1/8 in.

D­H­NT­120,
OH­120

3 hr. Door ­ Non Temp Rise and
Temp Rise

100 10 33 5/8 Product thickness
plus 1/8 in.

D­H­NT­180
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© 2017 UL LLC

The appearance of a company's name or product in this database does not in itself assure that products so identified have been manufactured
under UL's Follow­Up Service. Only those products bearing the UL Mark should be considered to be Certified and covered under UL's Follow­Up
Service. Always look for the Mark on the product.

UL permits the reproduction of the material contained in the Online Certification Directory subject to the following conditions: 1. The Guide
Information, Assemblies, Constructions, Designs, Systems, and/or Certifications (files) must be presented in their entirety and in a non­
misleading manner, without any manipulation of the data (or drawings). 2. The statement "Reprinted from the Online Certifications Directory
with permission from UL" must appear adjacent to the extracted material. In addition, the reprinted material must include a copyright notice in
the following format: "© 2017 UL LLC".
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